
T5 ADJ TAP 2-way
318161

Adjustable TAP - 2 Way - for ECO T5 series switches

4 x SAT / 1 x Terrestrial Inputs
4 x SAT / 1 x Terrestrial Tapped Outputs x 2
4 x SAT / 1 x Terrestrial Outputs
75 Ohm impedance

.

Technical Specifications
ORDER INFORMATION
EAN Number  5702663181618

FREQUENCY
Frequency range  47-2150 MHz

LOSS
Adjustable attenuator SAT  12/15/20/25/30 dB

Adjustable attenuator TER  12/15/20/25/30 dB

Tap loss SAT  12 dB

Tap loss TER  12 dB

Insertion loss - SAT  4 dB

Insertion loss - TER  3 dB

RETURN LOSS
Return loss SAT  >10 dB

Return loss TER  >10 dB

ELECTRICAL
Impedance  75 Ω

OPERATIONAL
DC Passthrough  Yes

Certification  CE

CONNECTORS
Number of trunk inputs  4 x SAT, 1 x TER

Number of trunk outputs  4 x SAT, 1 x TER + (4 x SAT, 1 x TER) x2 Taps

Connector Type  F-female

MECHANICAL
Packaging Volume  0,000 m3

Net Weight  0,000 kg

Tara Weight  0,000 kg
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Total Weight  0,000 kg

Packaging Height  0,000 m

Packaging Width  0,000 m

Packaging Depth  0,000 m
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