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SPECIFICATION

SPECIFICATION

Product: HDMI0108SCAT  

HDMI inputs 1 

Single CAT6 outputs 8  

CAT6 1080P range    40m

Max Resolution 1080p@60Hz

Video Bandwidth 4.95Gbps  

HDCP 1.2 compliant  ✔	

20-60Hz IR Pass back  ✔	 	

Transmitter HDMI loop out ✔	 	

EDID Management ✔	

PoE Technology ✔	 	

Size mm TX 276x24x96  

Size mm RX 72x67x22 

Product Range: HDMI0102SCAT  HDMI0104SCAT  

HDMI inputs 1 1

Single CAT6 outputs 2 4 

CAT6 1080P range    40m 40m

Max Resolution 1080p@60Hz

Video Bandwidth 4.95Gbps  

HDCP 1.2 compliant  ✔	 ✔

20-60Hz IR Pass back  ✔	 ✔	

Transmitter loop out ✔	 ✔	

EDID Management ✔	 ✔

PoE Technology ✔	 ✔	

Size mm TX 157x62x22 190x96x24 

Size mm RX 72x67x22 

HDMI splitter over CAT6 cable to split and extend a 1080p HDMI source to 
8 displays. Includes HDMI loop out for local display, IR accessories & PoE 
receivers.

HDMI splitter over CAT6 for 2 or 4 displays. Extend & split a 1080p HDMI 
source over CAT6 cable up to 40m, including local HDMI output, IR control & 
PoE receivers.
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Signal Splitters over CAT6 Kit • 8 Output

Signal Splitters over CAT6 Kit • 2 & 4 Output

HDMI0104SCAT  


