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SPECIFICATION

SPECIFICATION
Product Range: HDMIE70V3     HDMIE150V2      

Single CAT6 outputs ✔	 ✔	

CAT6 1080P range    70m 150m 

CAT6 4K range    70m	 120m

Max Resolution 2160p@60Hz 2160p@60Hz

Video Bandwidth 18Gbps 18Gbps

HDCP 2.2 compliant  ✔	 ✔	

HDCP 1.4 compliant  ✔	 ✔	

PoH Technology -	 ✔	

Bi Directional IR Control ✔	 ✔	

HDMI loop out ✔	 ✔	

Auto Scaling ✔	 -	

S/PDIF Audio Output RX ✔ -

Size mm x 2 pieces 106x99x26 140x65x18

Product Range: HDMI0102SV3  HDMI0104SV3

HDMI inputs         1 1

HDMI outputs  2 4

HDCP 2.2HDMI2.0 4K        ✔	 ✔

HDCP 1.4 HDMI1.4        ✔	 ✔

Supports:      18Gbps, 4:4:4, HDR

4K to 1080P autoscaling ✔	 ✔

EDID management ✔	 ✔

Size mm 96x59x17 158x80x17

Product: HDMI0108SV3  

HDMI inputs         1 

HDMI outputs  8 

HDCP 2.2HDMI2.0 4K        ✔	

HDCP 1.4 HDMI1.4        ✔	

Supports:      18Gbps, 4:4:4, HDR

4K to 1080P autoscaling ✔	

EDID management ✔	

Size mm 262x82x24 

4K extenders over CAT6 cable up to 150m. HDBaseT technology 
(HDMIE150V2 only) with 18Gbps & full 4:4:4 colour sampling. Features 
include local HDMI loop, bi-directional IR control & PoC system. Auto 
scaling for HDMIE70V3 only.

The V3 range of HDMI splitters feature an auto-scaling function to enable 
a single 4K source to be split to a combination of 4K & 1080p displays. Full 
4K 18Gbps with HDR supported and features EDID management system.
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SCAN FOR INFO

HDMI Extender over CAT6 • 150m Range

Signal Splitter • 2, 4 or 8 Output with Autoscaling
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