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HARDWARE / READERS

SPECIFICATIONS

P300

Dimensions 
1.7” (43mm) x 3.2” (81mm) x 0.7” (18mm)

Operating Temperature 
Outdoor/indoor rated 
-35ºC to 66ºC (-31ºF to 150ºF) 
0% to 90% relative humidity

Frequency 
125kHz

Read Range 
Up to 5 inches (126mm)

Materials & Appearance 
Black or white snap-on cover (both included)

Voltage Input 
+5-16 VDC

Current Draw 
30 mA typical, 75 mA peak @ 12 VDC

Certifications 
FCC, ICC, CE, C-Tick, UL Standard 294, ULC 60839-
11-1

 

 

The P300 is a mullion mount, weather- and tamper-
resistant Wiegand proximity reader. Up to 5” (126mm) 
read range and can support several proximity cards and 
tags including Hartmann 40-bit HCC card formats.

OVERVIEW

COMPATIBLE WITH:
•	 Hartmann 40-bit, certain HID®, AWID®, and Pyramid 

credentials.

RELATED PART NUMBERS

PROX3 
Mullion/single gang combo proximity reader. Reads 
125 kHz. Up to 6” (152mm) read range.

P620 
Mullion mount combo keypad and proximity reader. 
Reads 125 kHz. Up to 6” (152mm) read range.

P710 
Medium range proximity reader. Reads 125 kHz. Up 
to 15” (381mm) read range.

P900 
Long range proximity reader. Reads 125 kHz. Up to 
20” (508mm) read range.

 


