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HARDWARE / CREDENTIALS

SPECIFICATIONS

PSC1

Dimensions 
3.4” (86.36mm) x 2.2” (55.88mm) x 0.06” (1.524mm)

Weight 
9g

Operating Temperature 
-35ºF to 122ºF (-37ºC to 50ºC)

Card Format 
Hartmann 40-bit. Available with HID26-bit with 
special order.

Frequency 
125kHz

Read Range 
Up to 6 inches (152.4mm)

Materials & Appearance 
ABS, off-white. Standard, vertical slot punch.

Marking 
Site code, card number & format code.

 

 

The PSC1 is a standard ABS clamshell proximity 
credential. Pre-programmed with site-code card number 
(printed on card), formatted as Hartmann 40-bit. Operates 
at 125kHz and up to 6” (152.4mm) of range.

OVERVIEW

COMPATIBLE WITH:
•	 PROX 3
•	 P640
•	 P620
•	 P710
•	 P900

•	 P403/P405
•	 P453/P455
•	 Wavelynx AX10S/

AX15S/AX20S/AX25S 
(S series only)

RELATED PART NUMBERS

PSK3 
Proximity key tag fob, 125kHz, Hartmann 40-bit 
format.

PSI4 
Proximity card, PVC, 125KHz graphic quality printable 
dual-side (46 mil), Hartmann 40-bit format.

PSM-2P 
Proximity card, PVC, 125KHz, graphic quality printable 
dual-side (31 mil), Hartmann 40-bit format.

PDT-1 
Proximity disk tag with adhesive back, PVC, 125KHz, 
Hartmann 40-bit format.

 


